
 VIRTUAL DIGITAL MATRIX: ACSI BUS ADAPTER

 ZES-22ACSI
Ref: LDAZES22ACSIS01         

Adaptation unit for digital matrix ZES-22 that
allows the system to inject up to 8 MPS-8
microphones, with or without expansion keyboards.

It has a bus power input to use the MPS
series microphones without a local source, only
connected by a bus cable.

It has protection against short-circuit and
wrong polarity.

The ZES-22ACSI is coupled directly to the
ZES-22 unit, allowing direct connection of an ACSI
bus.

ZES-22ACSI Features:

• Direct installation on ZES-22.
• Up to 8 MPS-8Z units can be connected, with or without expansion keyboards.
• Allows remote power supply for microphones connected to the bus.

Technical specifications:

Model ZES-22ACSI

Reference LDAZES22ACSIS01

ACSI connection RJ-45 CAT 5

Operating conditions -5 ºC to +45 ºC / 23 ºF to 113 ºF 
5 % to 95 % relative humidity (no condensation)

Material Fiberglass 1,6 mm

Colour Black RAL 9005

Package dimensions (W x H x D) 305 x 90 x 255  mm / 12” x 3.9” x 10”

Gross weight 0,625 kg / 1.37 lb

Accessories Universal power supply 24 Vdc 1 A
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